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Operating temperature 
+300C ~ +750 C 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

• simple and compact; 
• high domestic hot water heating power; 
• ability to work at high temperatures; 
• ability to work at high pressures; 
• equipped with a control panel with LCD screen; 
• magnesium anode for anti-corrosion protection; 
• overtemperature and overpressure protection systems; 
• flexibility in mounting (HORIZONTAL OR VERTICAL); 
• reduced heat loss (EFFICIENT INSULATION) 
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SLIM MODEL 

DIGITAL DISPLAY 

RESISTANCE 2000 W 



 

BE50L2KW-S 
Boiler useful volume - 45 L 

 
 
 
 
 
 
 
 
 
  Important features  

Electric boiler with storage  

Energy efficiency class: B  

Inlet-outlet connections: 1/2 inches  

Width: 435 mm 

 Depth: 245 mm  

Height: 965 mm  

Mass: 20 KG  

Installation: vertical / horizontal  

Electric resistance power: 2000 W 

Maximum working temperature: 75ºC  

Maximum working pressure: 7.5 BAR  

Load profile: M  

Nominal voltage (V-AC): 220-240  

Degree of electrical protection: IPX4  

Annual electricity consumption:  

DHW: 1314 kW/h. 



 

BE80L2KW-S 
Boiler useful volume- 72 L 

 
 
 
 
 
 
 
 
 
 Important features 

Electric boiler with storage  

Energy efficiency class: B 

Inlet-outlet connections: 1/2 inches 

Width: 510 mm 

Depth: 285 mm 

Height: 1015 mm 

Mass: 25 KG 

Installation: vertical / horizontal 

Electric resistance power: 2000 W 

Maximum working temperature: 75ºC 

Maximum working pressure: 7.5 BAR 

Load profile: M 

Nominal voltage (V-AC): 220-240 

Degree of electrical protection: IPX4 

Annual electricity consumption: 

DHW: 1312 kW/h. 



 

BE100L2KW-S 
Boiler useful volume- 90 L 
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Important features 

Electric boiler with storage  

Energy efficiency class: C 

Inlet-outlet connections: 1/2 inches 

Width: 510 mm 

Depth: 285 mm 

Height: 1195 mm 

Mass: 30 KG 

Installation: vertical / horizontal 

Electric resistance power: 2000 W 

Maximum working temperature: 75ºC 

Maximum working pressure: 7.5 BAR 

Load profile: M 

Nominal voltage (V-AC): 220-240 

Degree of electrical protection: IPX4 

Annual electricity consumption:  

DHW: 1336 kW/h. 
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